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PORTABLE HANDHELD CONTAINER

FIELD OF THE INVENTION

The present invention relates generally to personal car-
rying containers, and more particularly relates to a cylinder-
shaped handheld container for storing personal items.

BACKGROUND OF THE INVENTION

There are a variety of known portable containers used by
individuals to carry and transport personal items. Some of
these containers include book bags, purses, wallets, and
other portable carrying containers. Those known containers
fail to provide the user the ability to effectively and safely
store the container while the user is engaged in a workout or
other exercise routine within a gym or other facility. Said
differently, many of those known containers do not provide
users with a mechanism to effectively store the container on
his or her person while engaged in the workout. As such, the
container is typically required to be stored away, which has
its own disadvantages such as security and costs. Moreover,
in an effort to reduce the opportunities for potential theft,
many gyms or exercise facilities have “no bag” policies,
which restrict any unsecured bags or containers not capable
of being carried by the user or not on the gym floor, from
being brought into the gym workout area. Alternatively, the
container may be carried by user, but the body of the
container or straps/handles will inconvenience or inhibit the
user in performing all or some of his or her workout.

Most, if not all, of these containers do not provide a user
with the ability to effectively communicate sound waves,
generated by a cellular phone or other audio device disposed
therein, from the container and into the ambient environ-
ment. Those known containers designed for communicating
sound waves from an internal cavity of the container to the
ambient environment fail to provide for a user to also store
other personal items of the user. Moreover, those known
containers designed for communicating sound waves from
an internal cavity of the container to the ambient environ-
ment also fail to provide the user easy and effective access,
visibility, protection, and control to the audio device stored
within the internal cavity.

Therefore, a need exists to overcome the problems with
the prior art as discussed above.

SUMMARY OF THE INVENTION

The invention provides a portable handheld container that
overcomes the hereinafore-mentioned disadvantages of the
heretofore-known devices and methods of this general type.

With the foregoing and other objects in view, there is
provided, in accordance with the invention, a portable
handheld container for storing, transporting, and securing
personal items that may include a cylindrical sidewall with
a first end, a second end defining a second opening, the
second end opposite the first end of the cylindrical sidewall,
and an inner surface defining a cylindrical storage area
separating the first end and the second end of the cylindrical
sidewall. The container also includes two cover portions
respectively coupled to the first and second ends of the
sidewall, wherein at least one of the first and second cover
portions define a plurality of sound propagation apertures.
The container also includes an inner surface defining a
cell-phone track sized and shaped to retain and orient a
mobile phone in a longitudinal direction of the cylindrical
sidewall within the cylindrical storage area so as to permit
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the user visibility of the mobile phone and to facilitate in the
propagation of the sound waves into the ambient environ-
ment.

In accordance with another feature, an embodiment of the
present invention include at least one cell-phone track
aperture defined by at least one of the first and second cover
portions, wherein the at least one cell-phone track aperture
is disposed proximal to either the first and second cover
portions defining the plurality of sound propagation aper-
tures and spans into the cell-phone track for providing user
access to an audio port of the mobile phone retained within
the cylindrical storage area.

In accordance with yet another feature, an embodiment of
the present invention also includes a door pivotally coupled
to the cylindrical sidewall and having an open position along
a door translation path at least approximately 70° displaced
from an outer surface of the cylindrical sidewall and a closed
position with the door attached to the cylindrical sidewall
with a hook-and-loop fastener. A transparent window may
also be disposed on the cylindrical sidewall (or the door) and
is configured to permit user-visibility of and interaction with
a front surface of the mobile phone retained within the
cylindrical storage area.

In accordance with an additional feature, an embodiment
of the present invention also includes at least one magnet
disposed on either the cylindrical sidewall and/or the first
and second cover portions, wherein the at least one magnet
operably configured to produce a magnetic field sufficient to
retain, without any external non-magnetic support forces, at
least approximately 10% more than a combined weight of
the container, defined by the cylindrical sidewall and the first
and second cover portions, to a metallic structure.

In accordance with a further feature, an embodiment of
the present invention also includes a plurality of magnets
disposed on an outer surface of the cylindrical sidewall,
wherein the plurality of magnets are operably configured to
produce a magnetic field sufficient to retain, without any
external non-magnetic support forces, at least approximately
10% more than a combined weight of the container, defined
by the cylindrical sidewall and the first and second cover
portions, to a metallic structure. One or more of the plurality
of magnets may each have an outer surface coplanar with
one another.

In accordance with another feature, an embodiment of the
present invention also includes the cylindrical sidewall
having a plurality of walls disposed on two opposing sides
of the inner surface of the cylindrical sidewall, wherein the
plurality of walls span, in parallel to one another, from the
second end of the cylindrical sidewall toward the first end of
the cylindrical sidewall.

In accordance with a further feature of the present inven-
tion, the first end of the cylindrical sidewall defines a first
opening, the first cover portion coupled to the first end so as
to enclose the first opening into the cylindrical storage area
and including the inner surface defining the cell-phone track.

In accordance with the present invention, a portable
handheld container for storing and securing personal items
is disclosed that includes a rigid sidewall with a first end
defining a first opening, a second end defining a second
opening, the second end opposite the first end of the rigid
sidewall, and defines a storage area separating the first end
and the second end of the sidewall. The container has a first
cover portion selectively removably coupled to the first end
so as to enclose the first opening into the storage area and a
second cover portion selectively removably coupled to the
second end so as to enclose the second opening into the
storage area, the rigid sidewall and first and second cover
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portions defining a container weight. Furthermore, the con-
tainer has at least one magnet disposed on at least one of the
sidewall and the first and second cover portions, the at least
one magnet operably configured to produce a magnetic field
sufficient to retain, without any external non-magnetic sup-
port forces, at least 10% more than the container weight to
a metallic structure.

In accordance with another feature, an embodiment of the
present invention also includes a plurality of divider walls
disposed within the cylindrical storage area and extending
along a longitudinal length of the cylindrical storage area,
the divider wall segmenting the cylindrical storage area into
a first storage area and second storage area.

In accordance with a further feature, the rigid sidewall and
the storage area are both of a cylindrical shape, wherein the
rigid sidewall is of at least one of a carbon fiber material and
a vinyl material.

In accordance with yet another feature, an embodiment of
the present invention also includes an inner cover surface
defined by the first cover portion, an inner cover surface
defined by the second cover portion, and an elastic couple
with a first end coupled to the inner cover surface defined by
the first cover portion, a second end coupled to the inner
cover surface defined by the second cover portion, and, in a
static position along an elastic couple translation path, an
elastic couple length separating the first and second ends of
the elastic couple, wherein the elastic couple length is less
than a sidewall length separating the first and second ends of
the rigid sidewall.

In accordance with an additional feature, an embodiment
of the present invention also includes a retractable strap
embedded within at least one of the first and second cover
portions, the retractable strap having a free end disposed, in
a retracted position along a strap translation path, proximal
to the outer surface of the first and second cover portions.

In accordance with the present invention, a container is
disclosed that includes a cylinder-shaped sidewall defining a
first end, a second end, opposite the first end, and a tubular-
shaped storage area between the first end and the second
end. The container may also have a first cover portion
coupled to the first end so as to enclose a first opening into
the tubular-shaped storage area defined by a circumferential
edge of the first end, the first cover portion including a flat
circular surface sized to cover the first opening, a second
cover portion coupled to the second end so as to selectively
enclose a second opening into the tubular-shaped storage
area defined by a circumferential edge of the second end, the
second cover portion including a flat circular surface sized
to cover the second opening, and at least one magnet
provided on the cylinder-shaped sidewall, the at least one
magnet operably configured to magnetically retain the por-
table handheld container to a metal surface.

In accordance with another feature, the cylinder-shaped
sidewall defines a gripping surface extending from the first
end to the second end and shaped to be gripped within a
palm of a user’s hand against the gripping surface without
collapsing the cylinder-shaped sidewall.

Although the invention is illustrated and described herein
as embodied in a portable handheld container, it is, never-
theless, not intended to be limited to the details shown
because various modifications and structural changes may
be made therein without departing from the spirit of the
invention and within the scope and range of equivalents of
the claims. Additionally, well-known elements of exemplary
embodiments of the invention will not be described in detail
or will be omitted so as not to obscure the relevant details of
the invention.
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Other features that are considered as characteristic for the
invention are set forth in the appended claims. As required,
detailed embodiments of the present invention are disclosed
herein; however, it is to be understood that the disclosed
embodiments are merely exemplary of the invention, which
can be embodied in various forms. Therefore, specific struc-
tural and functional details disclosed herein are not to be
interpreted as limiting, but merely as a basis for the claims
and as a representative basis for teaching one of ordinary
skill in the art to variously employ the present invention in
virtually any appropriately detailed structure. Further, the
terms and phrases used herein are not intended to be
limiting; but rather, to provide an understandable description
of the invention. While the specification concludes with
claims defining the features of the invention that are
regarded as novel, it is believed that the invention will be
better understood from a consideration of the following
description in conjunction with the drawing figures, in
which like reference numerals are carried forward. The
figures of the drawings are not drawn to scale.

Before the present invention is disclosed and described, it
is to be understood that the terminology used herein is for
the purpose of describing particular embodiments only and
is not intended to be limiting. The terms “a” or “an,” as used
herein, are defined as one or more than one. The term
“plurality,” as used herein, is defined as two or more than
two. The term “another,” as used herein, is defined as at least
a second or more. The terms “including” and/or “having,” as
used herein, are defined as comprising (i.e., open language).
The term “coupled,” as used herein, is defined as connected,
although not necessarily directly, and not necessarily
mechanically. The term “providing” is defined herein in its
broadest sense, e.g., bringing/coming into physical exis-
tence, making available, and/or supplying to someone or
something, in whole or in multiple parts at once or over a
period of time.

As used herein, the terms “about” or “approximately”
apply to all numeric values, whether or not explicitly indi-
cated. These terms generally refer to a range of numbers that
one of skill in the art would consider equivalent to the
recited values (i.e., having the same function or result). In
many instances these terms may include numbers that are
rounded to the nearest significant figure. In this document,
the term “longitudinal” should be understood to mean in a
direction corresponding to an elongated direction of the
tubular-shaped storage area or from the first end of the
container to the second end of the container.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying figures, where like reference numerals
refer to identical or functionally similar elements throughout
the separate views and which together with the detailed
description below are incorporated in and form part of the
specification, serve to further illustrate various embodiments
and explain various principles and advantages all in accor-
dance with the present invention.

FIG. 1 is an elevational front view of a portable handheld
container in accordance with the present invention;

FIG. 2 is a fragmentary elevational side view of the
container of FIG. 1, with the strap removed, in accordance
with one embodiment of the present invention;

FIG. 3 is an exploded view of the container in FIG. 1;

FIG. 4 is a perspective downward-looking view of the
container of FIG. 1;



US 9,473,191 Bl

5

FIG. 5 is an exploded view of a portable handheld
container in accordance with another embodiment of the
present invention;

FIG. 6 is a perspective downward-looking view of the
container of FIG. 1;

FIG. 7 is a perspective upward-looking view of the
container of FIG. 1 magnetically coupled to a metallic piece
of workout equipment in accordance with one embodiment
of the present invention; and

FIG. 8 is a perspective downward-looking view of a
portable container having an elastic couple coupled to each
cover portion of the container in accordance with one
embodiment of the present invention.

DETAILED DESCRIPTION

While the specification concludes with claims defining the
features of the invention that are regarded as novel, it is
believed that the invention will be better understood from a
consideration of the following description in conjunction
with the drawing figures, in which like reference numerals
are carried forward. It is to be understood that the disclosed
embodiments are merely exemplary of the invention, which
can be embodied in various forms.

The present invention provides a novel and efficient
portable and handheld container for storing personal
devices. Embodiments of the invention provide a portable
container providing the user with the ability to effectively
propagate sound, and accurately and comfortably display
media and visuals, generated from a mobile cellular phone
securely retained inside the container to an ambient envi-
ronment. In addition, embodiments of the invention also
provide users with the ability to magnetically retain the
container to a metallic structure, e.g., workout machine, so
as to provide users line-of-sight and security of the container
and to provide a full range of motion during an exercise or
workout routine, or to effectively operate workout equip-
ment, which safely helps the user maintain better balance,
form, and focus.

Referring now to FIGS. 1-3, one embodiment of the
present invention is shown. FIGS. 1-3 show several advan-
tageous features of the present invention, but, as will be
described below, the invention can be provided in several
shapes, sizes, combinations of features and components, and
varying numbers and functions of the components. The first
example of a portable handheld container 100 includes a
cylindrical sidewall 102, a first cover portion 104, a second
cover portion 106, and one or more magnets 200a-z dis-
posed on the cylindrical sidewall 102. The geometry of the
container 100, in addition to a plurality of sound propagation
apertures 300, produces a carrying container 100 that can
effectively propagate sound waves generated from a mobile
phone placed therein to an ambient environment 302. The
container 100 also permits the user to stage visual enter-
tainment and multimedia interaction between him or her and
the mobile phone. The term “mobile phone” may be a cell
phone, radio, or other portable audio-generating device.

The container 100 is portable and handheld in that it is
capable of being easily carried or moved by user with his or
her body, and without the use of machinery, equipment, or
other external devices. The sidewall 102 can be seen of a
cylindrical shape or a “cylinder-shaped” configuration such
as a “right circular cylinder,” an “elliptic cylinder,” or
another oblong geometric shape that facilitates the effective
propagation of sound waves as described herein. The side-
wall 102 can be seen with a first end 108 and a second end
110 defining a second opening 304. The first and second
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ends 108, 110 and cover portions 104,106 are shown located
on exemplary sides of the container, but they may be
inverted without deviating from the spirit and scope of the
present invention. The second opening 304 advantageously
provides users with access to store an audio generating
device, e.g., a cell phone, and other personal items of the
user within a cylindrical or “tube-shaped” storage area 306
defined by an inner surface 308 cylindrical sidewall 102. As
shown in FIG. 1, the first and second cover portions 104, 106
can be seen coupled to the cylindrical sidewall 102. To
provide access to the cylindrical storage area 306, the second
cover portion 106 may be selectively removable to the
second end 110. When the second cover portion 106 is
coupled to the second end 110, the opening 304 is enclosed
and access into the cylindrical storage area 306 is prevented.
The cover portions 104,106 may also have one or more
straps coupled to the sidewall 102 in order to retain the cover
portions 104, 106 after removal.

In one embodiment of the present invention, the cover
portions 104,106 are in the form of respective headphones,
specifically circumaural headphones. The headphones may
be coupled together with structure that may be used as a
handle for the container 100. The headphones may be
operably configured for detachment for listening, along with
an audio jack coupled to the headphones, to the mobile
device contained within the container 100. When detached
from the body or sidewall 102 of the container 100, the ends
of the sidewall 102 may also have surfaces that prevent
objects retained therein from escaping.

With reference now to FIGS. 3 and 4, the container 100
also includes an inner surface 310 defining a cell-phone
track 312 sized and shaped to retain and orient a mobile
phone 400 in a longitudinal direction of the cylindrical
sidewall 102 within the cylindrical storage area 306. This
advantageously permits the user to not only view and
interact with a front surface 402 of the mobile phone 400 or
other audio generating device, but also effectuates the propa-
gation of sound waves through the plurality of apertures 300
defined by either or both of the first and second cover
portions 104, 106. Said differently, because most mobile
phones provide a built-in speaker at the lower end or upper
end of the mobile phone, the orientation of the mobile phone
400 in the longitudinal direction of the container 100 as
shown in FIGS. 3 and 4 produces a crisper and more
amplified listening experience than those known containers
operable to house mobile phones. In combination with an
inner surface 308 of the sidewall 102 that is made of a
material that inhibits sound wave attenuation generated by
the mobile device 400, the container 100 provides a device
operable to generate considerable better sound quality than
those known containers. Further, because the mobile audio
device 400 is able to be inserted and removed from the track
312, as opposed to those devices prohibiting the same, the
container 100 provides more versatile and cost-effective
approach to listing to audio at any location the user desires.
The shape of the sidewall 102 also provides privacy to the
user’s mobile phone retained therein.

The cylindrical sidewall 102 may be of a rigid material
such as carbon fiber, Kevlar, PVC, or other polymeric,
metallic, or composite materials to provide impact and
weather resistance and added security to the container 100.
The covers 104, 106 may also be made of the same, similar,
or different material as the sidewall 102. In one embodiment,
the inner surface 308 is substantially smooth and substan-
tially free (less than 1-2% of total surface area) of any
apertures, excluding the tracks or walls 314 or sidewalls
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described herein, to effectively propagate the mobile-device
generated sound waves through the apertures 300 to the
ambient environment 302.

The track 312 or cell-phone track aperture 316 may be
defined by an inner surface 310 defined by either the first and
second cover portions 104, 106 (as shown in FIG. 5) so as
to provide multiple openings, i.e., the second opening 304
and an opening 512 defined by the opposing end 108, for the
user to place items into the cylindrical storage area 306. In
other embodiments, as shown in FIG. 3, the track 312 may
be defined by the inner surface 310 defined by the sidewall
102. When the track 312 is defined by the inner surface 310
disposed at the end 108 of the sidewall 102, the cell-phone
track aperture 316 is disposed closest and proximal to the
cover 104, 106 defining the plurality of sound propagation
apertures 300. This is advantageous in that it disposes the
apertures 3000 proximal to the built-in speakers of the
mobile device 400 located either at the lower end or upper
end of the mobile phone 400. The cell-phone track aperture
316 spans through the cover portion 104 and into the
cell-phone track 312 when the cover portion 104 is attached
thereto, and provides user access to an audio port of the
mobile phone 400 retained within the cylindrical storage
area 306.

When the track 312 is defined by the inner surface 310
disposed at the end 108 of the sidewall 102, one or both of
the cover portions 104, 106 may be formed with a tongue-
and-groove system 336 that ensures that when the cover
portion 104 is coupled and locked to either end 108, 110 of
the sidewall 102, the cell-phone track aperture 316 and an
aperture, e.g., aperture 318, defined by the track 312 are
aligned to permit effective entrance and egress of an audio
jack, power cord, or other cord or connection device avail-
able for insertion into a mobile phone 400.

In one embodiment, the track 312 is sized and shaped to
retain the mobile phone 400 in a longitudinal direction by
providing a recess and walls contouring the dimensions of
various mobile phone bodies or mobile-phone cover bodies.
For example, for a mobile phone having a thickness of 0.27"
and a width of 2.64", the track 312 will have a recess of a
depth of approximately 0.2"-1", a width of approximately
2.65-2.66", and a thickness of approximately 0.28-30".
Deviations outside of said ranges are possible as long as the
track 312 facilitates in maintaining the longitudinal orien-
tation of the mobile phone to ensure increased sound quality
and user-visibility of the mobile phone 400 through the
window 404 or door 320. Said another way, the cell phone
track 312 can be seen disposed within the cylindrical storage
area 306, adjacent to the sidewall opening 330, and operably
configured to engage opposing longitudinal edges of a
mobile phone 400 smart phone and frictionally retain the
same within the cell phone track 312.

To provide user access to the cylindrical storage area 306,
the container 100 may include a door 320, with a transparent
window 404, pivotally coupled to the cylindrical sidewall
102. In other embodiments, there is no door 320 and the
transparent window 404 is disposed on the cylindrical
sidewall 102, and configured to permit user-visibility of the
front surface 402 of the mobile phone 400 retained within
the cylindrical storage area 306. In further embodiments,
there is no window 404, as shown in FIG. 3, and the door
320 may include a suction cup or other fasteners to facilitate
in stabilizing the mobile phone 400 retained within the
cylindrical storage area 306. The window 404 may be of a
polymeric material, such as PVC, acrylic, or other material,
which may advantageously be flexible to permit user
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manipulation of the front surface 402 of the mobile phone
400 from outside the container 100.

In FIG. 3, the door 320 can be seen forming the same
shape or arc corresponding to the shape of the sidewall 102
and also includes an open position along a door translation
path at least 70° displaced from an outer surface 322 of the
cylindrical sidewall 102 to permit user access to the cylin-
drical storage area 306, through the sidewall opening 330,
and access to a mobile phone retained therein. In one
embodiment, the door 320 is placed in the open position by
rotating the door 320 from the outer surface 322. In other
embodiments, the door 320 may be translated in a linear
direction. The door 320 may be placed in a closed position
(as shown in FIG. 4) by enclosing the cylindrical storage
area 306 and attaching the door 320 to the cylindrical
sidewall 102 via a hook-and-loop fastener 324, e.g., Velcro.
In one embodiment, the Velcro will only be in one location
on the door 320, but in other embodiments the Velcro will
span around the perimeter of the door 320 to provide a more
effective seal. In other embodiments, the door 320 may
couple and decouple with the sidewall 102 using a zipper. As
will be appreciated by those of skill in the art, the door 320
may be pivotally coupled to the sidewall 102 with a hinge
created by the material of the sidewall 102 or a separate
hinge structure.

As the door 320 is operable to be pivoted, in some
embodiments of the present invention, it contains a key-
board coupled thereto. The keyboard will be operable to be
communicatively coupled to the mobile phone 400 housed
within the container 100. Therefore, the container 100 may
be used in a fashion similar to a desktop computer or tablet,
while having the safety and security associated with the
mobile phone 400.

With reference to FIGS. 2, 6, and 7, another important
feature of the present invention is illustrated. More specifi-
cally, the container 100 can be seen having one or more
magnets 200a-n disposed on either or all of the cylindrical
sidewall 102 or the first and/or second cover portions 104,
106. Beneficially, the one or more magnets 200a-n are
operably configured to produce a magnetic field sufficient to
retain, without any external non-magnetic support forces, a
combined weight of the container 100 that is defined by the
cylindrical sidewall 102 and the first and second cover
portions 104, 106 to a metallic structure, e.g., an exercise
device 700. Said another way, the container 100 includes one
or more strategically placed magnets 200a-n producing a
sufficient magnetic field to retain slightly more than the
weight of the container 100. For example, in one embodi-
ment the cylindrical sidewall 102 and cover portions 104,
106 are approximately 3 1bs (i.e., the “container weight™), so
one or more magnets, e.g., magnets 200b-c, are of a N45
Grade, a thickness of 1.125", and a diameter of 0.5", so as
to produce approximately 17 Ibf of pull force or approxi-
mately 6,680 gauss. Said differently, the magnets 20056-¢
each generates enough magnetic fields so as to exceed the
weight of the container 100 by at least 10%. In other
embodiments, as described above, the magnets 200a-7 will
generate well above the container weight, but not too much
force so as to prevent a user from removing the container
100 from the metallic structure 700 or that would interfere
with radio frequency waves received by the mobile device
400.

In one embodiment, the container 100 may include a
plurality of magnets 200a-z disposed on the outer surface
322 of the cylindrical sidewall 102, with the magnets, e.g.,
magnets 200c¢-d, each having an outer surface 202 substan-
tially coplanar, i.e., within +/-3° variance, with one another
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(represented with line 204). In preferred embodiments, the
coplanar magnets 2006-c¢ project outwardly from the outer
surface 322 of the sidewall 102 so that no other portions of
the container 100 interfere with the coupling of the container
100 to the metallic structure 700. This beneficially allows
users to attach the container 100 to a metallic structure 700
while he or she is working out or involved in an exercise,
while being able to readily observe the container 100 and the
display of the mobile phone 400 housed therein. The mag-
nets 200a-» also enable a user to place the container 100 in
a closer proximity to the user, thereby providing the user
with better sound quality of the audio generated within the
container 100 and added security and peace of mind while
working out. In one example shown in FIG. 7, the container
100 is coupled, through the magnets 200a-%, on an outer
surface of a metallic portion of a piece of exercise equipment
700, e.g., a pull-down bar.

With reference to FIG. 3, the cylindrical sidewall 102 can
be seen having a plurality of walls 314 disposed on two
opposing sides, e.g., sides 326, 328, of the inner surface 308
of the cylindrical sidewall 102. The plurality of walls 314
span, in parallel to one another, from the second end 110 of
the cylindrical sidewall 102 toward the first end 108 of the
cylindrical sidewall 102. The plurality of walls 314 or
“divider walls” may serve two important purposes. First,
they may be placed to navigate or guide the mobile phone
from one of the openings, e.g., opening 304, defined by the
sidewall 102 to the cell-phone track 312. Second, they may
be utilized to retain and guide a removably insertable divider
(not shown). The divider is shaped and sized to be received
within the recess defined by the walls 314 and is utilized to
segment the cylindrical storage area into independent, i.e.,
not sharing common space, compartments, or a first and
second storage area, wherein the mobile phone 400 may be
securely retained on one side and the other side can be used
to store and retain other personal items of the user, e.g., keys,
wallet, etc.

In order to effectively remove and receive a user’s per-
sonal items, the container 100 may utilize a variety of
entrance apertures. As discussed above, the container 100
may include a sidewall opening 330 defined by the sidewall
102, or one or more openings defined by the ends 108, 110,
or circumferential edges, of the sidewall 102. When the
openings are formed by the ends 108, 110, the cover portions
104, 106 may include a circular surface 332 sized to cover
the openings and a circumferential lip 334 extending sub-
stantially perpendicular to the flat circular surface 332
shaped and sized to frictionally secure the cover portions
104, 106 to the respective ends 108, 110 of the rigid
cylindrical sidewall 102. The term “rigid” is defined as being
substantially inflexible or unable to change shape upon
exposure to external forces less than approximately 15-20
Ibf.

With reference now to FIG. 5, the container 100 may also
utilize a retractable strap 500 embedded or bonded within
either or both of the first and second cover portions 104, 106.
The retractable strap has a free end 502 disposed, in a
retracted position along a strap translation path, proximal to
the outer surface 504 of the first and second cover portions
104, 106. The strap 500 may be extended and retracted using
a spring-loaded reel or other comparable device. The length
of the strap 500 may be approximately 1-2' in one embodi-
ment, but may be outside of said range in other embodi-
ments. The strap 500 may be a fabric material and may also
form a handle at the free end 502 for ease of handling and
storage. The retractable strap 500 provides another means
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for the container 100 to be stored and carried without
inhibiting the movement or activity of the user.

The container 100 can also be seen defining two loops
506, 508 for fastening additional straps and may also include
one or more recessed and/or textured areas on the outer
surface 322 of the sidewall 102 to provide a gripping surface
or gripping area for the user. In one embodiment, the
sidewall 102 is rigid such that the gripping areas are shaped
to be gripped within a palm of a user’s hand without
collapsing the cylinder-shaped sidewall 102. In one embodi-
ment, the container 100 has a sidewall length 510 of
approximately 6-18", an outer diameter of approximately
5-8", and a wall thickness of approximately 0.25-0.75". In
other embodiments, said dimensions may vary outside of
said ranges.

With reference now to FIG. 8, another embodiment of the
container 800 can be seen. More specifically, the container
800 can be seen with two cover portions 802, 804 having
inner surfaces 806, 808, respectively, coupled together
through an elastic couple 810. The elastic couple 810 may be
a cord or strap of a polymeric material such as rubber and
can be seen with a first end 812 and a second end 814
coupled to the inner surfaces 806, 808, respectively. In one
embodiment, the first and second ends 812, 814 of the
couple 810 may have loops removably attached to a fastener
attached to the inner surfaces 806, 808. In other embodi-
ments, the first and second ends 812, 814 of the couple 810
may be attached to the inner surfaces 806, 808 with adhe-
sive.

The elastic couple 810 advantageously has, in a static
position along an elastic couple translation path, an elastic
couple length (represented with arrow 816) separating the
first and second ends 812, 814 of the elastic couple 810 that
is less than a sidewall length 510 separating the first and
second ends of the sidewall. FIG. 8 depicts the couple 810
in a dynamic position along the elastic couple translation
path. Said another way, when the elastic couple is stretched
it is placed in a dynamical position and its movement toward
the dynamic position is the couple translation path. When
the elastic couple 810 is not subject to an external force, it
is in its static position. Said another way, the static position
of the couple 810 is when it is not stretched.

In one example, the couple length 816, in its static
position, is approximately 4", while the sidewall length 510
is approximately 8". In other embodiments, the various
ranges of the couple length 816, in its static position, and the
sidewall length 510 are outside of said ranges. As such, the
user can remove one or more of the cover portions 802, 804
to access the storage area with minimal risk of the cover
portions 802, 804 becoming damaged by mishandling or
being dropped. Furthermore, the couple 810 also ensures the
cover portions 802, 804 have a tight fit when coupled to the
sidewall 102. This becomes increasingly important when
mobile phones and other personal items, which are prone to
being damaged if dropped, are placed within the storage
area.

The container 800 may also come with a zipper assembly
818, 820 coupled to both one or more of the cover portions
802, 804. The zipper assemblies 818, 820 also further
inhibits one or more of the cover portions 802, 804 from
being dislodged or decoupled from the sidewall 102 when
the container 800 is in use. Again, when mobile phones and
other personal items are placed within the storage area of the
container 800, this becomes important.

A portable handheld container has been disclosed that
includes providing the user the ability to magnetically retain
the container to a metallic structure, e.g., workout machine,
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s0 as to provide users full range of motion during an exercise
or workout routine, or to effectively operate workout equip-
ment. The container also enables the user provide for
organization of his or her personal items, gym floor safety,
and security. The container also provides a user with the
ability to effectively propagate sound generated from a
mobile phone securely retained inside the container.

What is claimed is:

1. A portable handheld container for storing and securing

personal items, the container comprising:

a cylindrical sidewall having:

a first end;

a second end defining a second opening, the second end
opposite the first end of the cylindrical sidewall; and

an inner surface defining a cylindrical storage area
separating the first end and the second end of the
cylindrical sidewall;

a first cover portion coupled to the first end;

a second cover portion selectively removably coupled to
the second end so as to enclose the second opening into
the cylindrical storage area, at least one of the first and
second cover portions defining a plurality of sound
propagation apertures; and

an inner surface defining a cell-phone track sized and
shaped to retain and orient a mobile phone in a longi-
tudinal direction of the cylindrical sidewall within the
cylindrical storage area.

2. The portable handheld container according to claim 1,

further comprising:

at least one cell-phone track aperture defined by at least
one of the first and second cover portions, the at least
one cell-phone track aperture disposed proximal to the
at least one of the first and second cover portions
defining the plurality of sound propagation apertures
and spanning into the cell-phone track for providing
user access to an audio port of the mobile phone
retained within the cylindrical storage area.

3. The portable handheld container according to claim 1,

further comprising:

a door pivotally coupled to the cylindrical sidewall and
having an open position along a door translation path at
least approximately 70° displaced from an outer sur-
face of the cylindrical sidewall and a closed position
with the door attached to the cylindrical sidewall with
a hook-and-loop fastener.

4. The portable handheld container according to claim 1,

further comprising:

atransparent window disposed on the cylindrical sidewall
and configured to permit user-visibility of a front
surface of the mobile phone retained within the cylin-
drical storage area.

5. The portable handheld container according to claim 1,

further comprising:

at least one magnet disposed on at least one of the
cylindrical sidewall and the first and second cover
portions, the at least one magnet operably configured to
produce a magnetic field sufficient to retain, without
any external non-magnetic support forces, at least
approximately 10% more than a combined weight of
the container, defined by the cylindrical sidewall and
the first and second cover portions, to a metallic struc-
ture.

6. The portable handheld container according to claim 1,

further comprising:

a plurality of magnets disposed on an outer surface of the
cylindrical sidewall, the plurality of magnets operably
configured to produce a magnetic field sufficient to
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retain, without any external non-magnetic support
forces, at least approximately 10% more than a com-
bined weight of the container, defined by the cylindrical
sidewall and the first and second cover portions, to a
metallic structure, wherein the plurality of magnets
each have an outer surface coplanar with one another.

7. The portable handheld container according to claim 1,
wherein the cylindrical sidewall further comprising:

a plurality of walls disposed on two opposing sides of the
inner surface of the cylindrical sidewall, the plurality of
walls spanning, in parallel to one another, from the
second end of the cylindrical sidewall toward the first
end of the cylindrical sidewall.

8. The portable handheld container according to claim 1,

wherein:

the first end of the cylindrical sidewall defines a first
opening, the first cover portion coupled to the first end
so as to enclose the first opening into the cylindrical
storage area and including the inner surface defining
the cell-phone track.

9. A portable handheld container for storing and securing

personal items, the container comprising:
a rigid sidewall:
with a first end defining a first opening;
with a second end defining a second opening, the
second end opposite the first end of the rigid side-
wall; and

defining a storage area separating the first end and the
second end of the sidewall;

a first cover portion selectively removably coupled to the
first end so as to enclose the first opening into the
storage area,

a second cover portion selectively removably coupled to
the second end so as to enclose the second opening into
the storage area, the rigid sidewall and first and second
cover portions defining a container weight; and

at least one magnet disposed on at least one of the
sidewall and the first and second cover portions, the at
least one magnet operably configured to produce a
magnetic field sufficient to retain, without any external
non-magnetic support forces, at least 10% more than
the container weight to a metallic structure.

10. The portable handheld container in accordance with
claim 9, wherein the rigid sidewall and the storage area are
both of a cylindrical shape and further comprising:

a door pivotally coupled to the cylindrical sidewall, the
door having an open position and a closed position, the
cylindrical sidewall defining a sidewall opening into
the cylindrical storage area in the open position and the
sidewall opening being covered by the door in the
closed position.

11. The portable handheld container in accordance with

claim 10, further comprising:

a cell phone track disposed within the cylindrical storage
area, adjacent to the sidewall opening, and operably
configured to engage opposing longitudinal edges of a
mobile phone and frictionally retain the mobile phone
within the cell phone track.

12. The portable handheld container in accordance with

claim 10, further comprising:

a plurality of divider walls disposed within the cylindrical
storage area and extending along a longitudinal length
of the cylindrical storage area, the divider wall seg-
menting the cylindrical storage area into a first storage
area and second storage area.
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13. The portable handheld container in accordance with
claim 9, wherein:
the rigid sidewall and the storage area are both of a
cylindrical shape, the rigid sidewall of at least one of a
carbon fiber material and a vinyl material.
14. The portable handheld container in accordance with
claim 9, further comprising:
an inner cover surface defined by the first cover portion;
an inner cover surface defined by the second cover
portion; and
an elastic couple with a first end coupled to the inner
cover surface defined by the first cover portion, a
second end coupled to the inner cover surface defined
by the second cover portion, and, in a static position
along an elastic couple translation path, an elastic
couple length separating the first and second ends of the
elastic couple, the elastic couple length less than a
sidewall length separating the first and second ends of
the rigid sidewall.
15. The portable handheld container in accordance with
claim 9, further comprising:
a retractable strap embedded within at least one of the first
and second cover portions, the retractable strap having
a free end disposed, in a retracted position along a strap
translation path, proximal to the outer surface of the at
least one of the first and second cover portions.
16. A storage container for storing personal items, the
storage container comprising:
a cylinder-shaped sidewall:
including a first end;
including a second end, opposite the first end;
defining a tubular-shaped storage area between the first
end and the second end; and
including a door portion operably configured to pivot
between an open position and a closed position, the
cylinder-shaped sidewall defining a sidewall opening
into the tubular-shaped storage area in the open
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position and the sidewall opening being covered by
the door portion in the closed position;

a first cover portion coupled to the first end so as to
enclose a first opening into the tubular-shaped storage
area defined by a circumferential edge of the first end;
and

a second cover portion coupled to the second end so as to
selectively enclose a second opening into the tubular-
shaped storage area defined by a circumferential edge
of the second end; and

at least one magnet provided on the cylinder shaped
sidewall, the at least one magnet operably configured to
magnetically retain the portable handheld container to
a metal surface.

17. The storage container in accordance with claim 16,

further comprising:

a retractable strap embedded within at least one of the first
and second cover portions, the retractable strap having
a free end disposed, in a retracted position along a strap
translation path, proximal to the outer surface of the at
least one of the first and second cover portions.

18. The storage container in accordance with claim 16,

wherein:

the cylinder-shaped sidewall defines a gripping surface
extending from the first end to the second end and
shaped to be gripped within a palm of a user’s hand
against the gripping surface without collapsing the
cylinder-shaped sidewall.

19. The storage container in accordance with claim 16,

further comprising:

a plurality of divider walls disposed within the tubular-
shaped storage area and extending along a longitudinal
length of the tubular-shaped storage area; and

a divider interposed between the plurality of divider walls
to segment the tubular-shaped storage area into a first
storage area and second, independent, storage area.
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